
A perfect Timber Decking - 
grown & manufactured in 
Australia from Certified 
Australian Hardwood.
Turpentine Decking ticks all the boxes:

High Durability.

Naturally Termite Resistant.

PEFC certified hardwood.

Suitable to be used in BAL 29 bushfire areas.

Turpentine is an Australian timber species tough 
enough to meet the harshest conditions that the Aussie 
climate can dish out, making it perfect as a deck.

Turpentine is resistant to termites, can be used in BAL 
29 bush fire zones and has the highest natural durable 
rating for timber. This is why it’s the timber of choice 
for applications that involve the most punishing 
environments – from being submerged in the ocean 
to the scorching Outback sun, Turpentine has been 
used extensively due to its unique properties.

Specification:

Species: Turpentine (Syncarpia glomulifera)

Grade: Standard & Better

Size: 86mm x 19mm, 135mm x 19mm

Length: Random Length (1.2m to 5.7m)

Janka Rating: 12

Look & Feel: Even texture, with a very tight 
interlocked grain

Colour: Dark chocolates to reddish brown

Durability: Class One (in excess of 40 years 
above ground)

Bushfire: Bushfire Resisting Timber (BRT) 
suitable for BAL 29 areas

Pre-Oiling: Available on request

Turpentine 
Decking
Syncarpia glomulifera
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QLD  
400 Stapylton-Jacobs Well Road
Stapylton QLD 4207
Phone: (07) 3442 6300
Email: salesqld@hurfordwholesale.com.au

NSW & ACT 
Unit 6, 34-38 Anzac Avenue
Smeaton Grange NSW 2567
Phone: (02) 4646 1406
Email: salesnsw@hurfordwholesale.com.au

VIC & TAS 
47-57 Wedgewood Road
Hallam VIC 3803
Phone: (03) 8794 3300
Email: salesvic@hurfordwholesale.com.au

SA & NT 
7-9 Acorn Road
Camden Park SA 5038 
Phone: (08) 8376 6694 
Email: salessa@hurfordwholesale.com.au

WA  
Phone: 0448 132 955
Email: saleswa@hurfordwholesale.com.au

www.hurfordwholesale.com.au

Follow Us On


